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Icons Industry Icons Industry
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Suitable for outdoor use

Optimum strain relief

Automation

Space requirement

Good chemical resistance

Power chain

e-Mobility

Robust

ETIM

Flame-retardant

Rail

Acid-resistant

Food & Beverage

Reliability

Wide clamping range

Integrated SKINTOP® cable gland

Halogen-free
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Solar Energy

Heat-resistant

Voltage

Cold-resistant

A=)

Connector with standard housing unit

Corrosion-resistant
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Interference signals

Mechanical and Plant Engineering

,l
NN
(2]

Temperature-resistant
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Maximum vibration protection Torsion load
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Mechanical resistance Torsion-resistant
Assembly time ' UV-resistant
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Low weight —2— || Waterproof
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— 11 Qil-resistant Wind Energy
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Oil & Gas _mmmm | \/ariety of approval certifications
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Icons

Certification

ISO

1S:694

LRDE

VERBAND DER
ELEKTROTECHNIK,
ELEKTRONIKUND
INFORMATIONSTECHNIK
Germany

DGQA
UNDERWRITERS
@ LABORATORIES INC. USA
LICTED
€ EX
ce CE
DET NORSKE VERITAS -
=X Norway
RoHS vV RoHS
UNDERWRITERS
c us LABORATORIES INC. USA
Registered
C@US UL/CSA
<HAR[> HAR
b\ UR
l:“ URc
@' CSA

Icons Certification
2N VDE
@ APP_GERMAN_LLOYD
PROFINET
ﬁ APP_LLOYDS
L PROFIBUS
e INTERBUS
4 FIELD BUS FOUNDATION
el CLPA
A ASI_INTERFACE
DeviceNet. DeviceNet
< GGVS
APP_IECEX
oM us CRUUS
L APP_TUEV_ZERTIFIKAT SOLAR
CANopen CAN OPEN
@ APP_CCC
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